JMI-Motion CL-series Products
Housing$ 4.0 x L12.0mm DC Coreless Motor CL-QX4A

OUTPUT : 0.1W (APPROX)
BRUSH TYPE : &8 7% ¥ /Precious Metal Brush Motor
WEIGHT(APPROX) : 0.8g
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Model & Toy /

Motor Parameter

Outline Size No Load at Max Efficiency at Stall
Rated
Standard Model ~ Product =~ Motor  Housing Shart Voltage No Load No Load Rated Rated Feted] T O S Starting
No. No. oD Length oD Speed  Current Speed  Current ated lorque utpu arting lorque Current
(mm) (mm) (mm) (\%) (rpm) (A (rpm) (A (mN-m) (g - cm) w) (mN-m) (g - cm) (A)
12 CL-QX4A3 06513 0.7 1.3 22800 0.02 16700 0.06 0.0137 0.14 0.02 0.05 0.52 0.15
13 CL-QX4A1 060101 0.7 25 56300 0.06 40100 0.14, 0.0265 0.27 0.11 0.09 0.93 0.34
14 CL-QX4A1 065091 40 120 0.7 3 59100 0.05 43400 0.12 0.0314 0.32 0.14 0.12 1.20 0.35
15 CL-QX4A1 080071 l ) 0.7 3 46800 0.04 33000 0.09 0.0235 0.24 0.08 0.08 0.83 0.21
16 CL-QX4A1 107031 0.7 3 34700 0.02 23500 0.04 0.0118 0.12 0.03 0.04 0.37 0.08
17 CL-QX4A3 065131 0.7 3 52500 0.04 39000 0.12 0.0353 0.36 0.14 0.14 1.39 0.35
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Japan Magnets.,Inc

Head Office / Japan Bldg 4F, 1-1646-2, Kamikawa, Suwa, Nagano, Japan zipcode 392-0021
Tel /+81-266-56-1021

Fax /+81-266-56-1430

HP / http://www.jmi-motion.com



